
SS-AC1Y001J-AA0  

Specification Sheet – AC1Y001J-WHP Antenna

Frequency Range:   1710MHz-2155MHz   756MHz-798MHz  

Gain:      1dB   2.5dB

Polarization:    Linear  vertical

VSWR     <2.5

Operating Temperature Range: -40 to +85°C

Connector    SMA Male

Dimensions    190 x 60mm

Antenna AC1Y001J-WHP
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Contemporary Control 
Systems, Inc. 
2431 Curtiss Street 
Downers Grove, IL 60515 USA

Tel: +1 630 963 7070 
Fax:+1 630 963 0109 

info@ccontrols.com

China
Contemporary Controls 
(Suzhou) Co. Ltd
19F, Metropolitan Towers,
No.199 Shishan Road,
Suzhou New District,  
215009 China

Tel: +86 512 68095866 
Fax: +86 512 68093760

info@ccontrols.com.cn

United Kingdom
Contemporary Controls Ltd
14 Bow Court
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Coventry CV5 6SP
United Kingdom

Tel: +44 (0)24 7641 3786 
Fax:+44 (0)24 7641 3923

ccl.info@ccontrols.com

Germany
Contemporary Controls  
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04158 Leipzig
Germany

Tel: +49 341 520359 0
Fax: +49 341 520359 16

ccg.info@ccontrols.com

www.ccontrols.com

上上
海海

杰杰
盛盛

康康
通通

信信
工工

程程
有有

限限
公公

司司
Shanghai Jesoncom

 C
om

m
unication Engineering C

o., Ltd 
Confidential

8
天天

线线
外外

形形
图图

 

 

杰
盛
康
机
密
，
未
经
允
许
，
请
勿
转
载

 

第
 14 页

 共
 15 页

 
 

SMA: Male pin  
with internal thread 
(Nickel plated)

http://www.ccontrols.com

